
 

DESIGNATION BASIC GRANULAR SIZES 

Granular size  in mm 0.25-0.5 0.5-1 1-2 2-4 4-8 8-16 

Bulk density in kg/m3  (±15%)   

340 

 

 

270 

 

 

230 

 

 

200 

 

 

190 

 

 

140 

 

Compressive strength in MPa  (±0,5 MPa) 2.5 2.2 2 1.4 1.2 1 

Thermal conductivity in W/(m-K)   0,0767 

±0,02 

0,0713 

±0,02 

0,0663 

±0,02 

0,0639 

±0,02 

0,0661 

±0,02 

0,0594 

±0,02 

Water absorption % by mass* (±15%)   15% 

Climate changes frost/thawing resistance % 

by mass** 
No more than 2,2 

Oversize 10% 

Undersize 15% 

pH value 9-11 

Moisture content on delivery <0.5% 

Softening point Approx. 7000С  /  13000F 

Acid soluble sulphates Average value 0,03 % 

Total sulphur Average value 0,06 % 

Colour Cream white 
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1325- CPR -1935 

 

 
JSC Stikloporas 

Verpėjų str. 22, LT 66496 

Viečiūnų km., Druskininkų sav. 

Lithuania 

 

EN 13055-1 

 

Lightweight aggregates obtained by processing natural, manufactured or 

recycled materials and mixtures of these aggregates for use in concrete, 

mortar and grout. 

 


